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Subject: Rennie Island Discharge (1981-1982)

INTRODUCTION

On January 20, 1981, I met with you, John Bernhardt, and Tim Determan to
discuss the feasibility of a receiving water survey in Grays Harbor
(segment No. 10-22-04). You requested the survey in order to:

I. evaluate the impact of discharging spent sulfite Tiquor from the
ITT Rayonier detention ponds on Rennie Island into the Chehalis
River/Grays Harbor estuary; and

II. perform a quality assurance evaluation of ITT Rayonier laboratory
analyses.

The survey request was received on short notice. The work would have to
be performed within two weeks of the above-mentioned meeting. It was
therefore decided that management recommendations would be made based on
an initial review of the data collected, then other priority and pre-
vious staff commitments would be considered in completing the final
report.

BACKGROUND ON SULFITE WASTE LIQUOR

Sulfite waste Tiquor (SWL), a by-product of the sulfite paper pulping
process, contains components that are toxic to aquatic life and have a
high biochemical oxygen demand (BOD). When SWL is discharged untreated
into receiving waters, high BOD can pose a threat to aquatic life hy
depleting the oxygen that is otherwise available for respiration. In
nature, bacteria break down the components in the SWL while consuming
available oxygen. In a worst-case situation, this could result in
anoxic conditions.
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LOCATION AND DESCRIPTION OF STUDY AREA

Grays: Harbor is a large, pear-shaped estuary located on the southwest
coast of Washington State. It is 46 miles north of the mouth of the
Columbia River and 135 miles south of Cape Flattery. The harbor is
characterized by expansive mud flats and intervening channels created by
many rivers and creeks that discharge into the estuary. The estuary is
divided into two major channels -~ the north and south. Surface area of
Grays Harbor from its mouth to Montesano is 1.06 x 109 ft2 (38.03 square
miles) with a_volume of 13.66 x 109 ft3 at mean Tower Tow water (MLLW)
and 2.53 x 107 ft2 and 37.13 x 109 ft3, respectively, at mean higher
high water (MHHW) (Stein, Dennison, and Peterson, 1966). The north
channel, the principal area of investigation, is used for navigation and
has been dredged by the U.S. Army Corps of Engineers to an approximate
depth of 35 feet with a width of 350 feet. The major rivers that dis-
charge to this area are the Hoquiam, Wishkah, and Chehalis.

Rennie Island is located in the middle of the Chehalis River off the
City of Hoquiam. The island separates the river into the north and
south channels. An impoundment exists on the island which is used for
storing effluent from the ITT paper mill. A submerged pipeline which
transects the north channel connects the ponding basin to the mill. The
impoundment is no Tonger used to store effluent except under emergency
conditions such as described in this paper (Figure 1).

The Department of Ecology Water Quality Standards (1977) state that
upper Grays Harbor is Class B marine. The main body of the harbor is
Class A with oyster production being one of the main beneticial uses.
The line which separates the two areas is located about west of Rennie
Island extending between Point New and about Johns River.

ITT RECOVERY FURNACE BREAKDOWN

In November of 1980 the ITT Rayonier kraft mill located in Aberdeen had
to shut down its sulfite waste liquor recovery furnace for unexpected
repairs. The furnace contains 1,800 heat exchange tubes that during the
past 15 years of operation became corroded, finally resulting in fail-
ure. Upon inspection of the furnace, it was determined that approxi-
mately 1,400 of the tubes would have to be replaced (Houck, 1981). The
repair required a lengthy shutdown period during which the waste liquor
had to be disposed of in an alternate manner if the plant was to con-
tinue operation.

Status of the recovery furnace as of March 1982 is that repairs have
been completed and the furnace has been placed on standby awaiting
increased production at the paper plant. Recent downturns in the paper
market have necessitated a decrease in paper production from an average
of 650 tons per day in early (January) 1981 to 320 tons per day since
January 1982. At present, all of the SWL is routed to on-site plants
for the production of vanilla flavoring, cattle feed, or silva chemicals
(chemicals derived from trees; e.qg., drilling mud) (Houck, 1982).
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The Department of Ecology and ITT Rayonier came to an agreement on the
discharge (Enforcement Docket No. DE 80-696) whereby wastewaters would be
piped to the impoundment on Rennie Island (Figure 1). After a retention
period, the SWL would be discharged to the river by diffuser under the
following agreed-upon conditions:

1. Discharge on ebb tide only;

2. River [lTow must exceed 5000 cfs as determined by the United
States Geological Survey (USGS) from river flow data collected
upstream (Loehr and Collias, 1981). This is accomplished
using the following formula:

Flow at Aberdeen = [Chehalis at Ground Mound + Satsop] x 1.5 +
Wynochee.

3. Dissolved oxygen (D.0.) in the harbor must remain above 7.5
(mg/L) or 75% of saturation, based upon which parameter is the
worst case; and

4.  BOD must not exceed 50,000 1bs/day at the minimum river flow
of 5,000 cfs. The 1bs/day of BOD may increase on a sliding
scale based upon river flow with a dilution ratio resulting
in = 2 mg/L BOD in the receiving water.

It was further agreed that discharge from Rennie Island would commence
on January 1, 1981, and cease on or before March 15, 1981. Since the
recovery furnace repairs were completed in 1981 after March 15, dis-
charge was necessary during the fall of the year in order to empty the
impoundment. Also, in accordance with the aforementioned WDOE docket,
discharge had to commence on October 1, 1981, and be discontinued on
March 15, 1982, or when the impoundment was emptied, whichever occurred
first. Emptying of the impoundment was completed on November 28, 1981.
Since that time, the discharge Tine valve has been Teft open allowing
waler from Lhe harbor to enter and leave the holding basin during tide
cycles further flushing the impoundment.

METHODS

The study included four parts conducted during January 26 - February 3,
1981: (A) reconnaissance survey; (B) fixed-station sampling; (C) drogue
sampling; and (D) quality assurance. WDOE and ITT split samples as part
of much of the sampling. Samples were collected with a Kemmerer (ITT)
and Van Dorn (WDOE) sampling apparatus. Samples were taken at near
surface and a depth of 10 meters for Taboratory analysis. In addition,
parameters were measured in situ using a Hydrolab model 8000 (ITT) and a
Beckman Induction Salinometer RS 5-3 (WDOE).

The fixed-station locations were the same as those used by ITT (unless
otherwise noted) on their routine monitoring runs performed three times
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a week to assess water quality in the upper Grays Harbor estuary. The
locations of the sampling sites are shown in Figure 1 and described in
Table 2.

Sampling began 2.5 hours after the initial Rennie Island discharge. The
purpose of the time lag was to allow an equilibrium to occur in the
sampling area, Sampling began at the downstream station and proceeded
upstream with the exception of Stations W-1 (Wishkah River) and C-1
(Chehalis River) which were sampled on the morning of February 3, 1981
prior to the regular run.

Samples from stations 001 through 005 (fixed stations) were collected
for two consecutive days and stations D-1 and D-2 (drogue study) for one
day. The samples were split between WDOE and ITT. Additional sampling
points upstream (Stations W-1 and C-1) were analyzed by WDOE to deter-
mine background water quality values necessary for determining impact on
the water quality by the discharge (Figure 1).

A.  Reconnaissance Survey

During the week of January 26-30, 1981, Tim Determan and I
traveled to Grays Harbor to familiarize ourselves with the
study area. Several objectives were to be accomplished: (1)
locate the Rennie Island outfall; (2) establish receiving
water sampling locations; and (3) familiarize ourselves with
general characteristics of the survey area.

In order to determine dispersion and dilution characteristics
of the Rennie Island discharge, 250 ml of Rhodamine wt dye was
added to the effluent. This method did not prove satisfactory
as the dye either did not surface in the rcceiving waters or
was not detectable above background coloration. As an alter-
nate method (Mike Woods, personal communication), oranges were
added to the effluent. These slightly buoyant fruit surfaced
in the river below the outfall. This location was marked with
an anchored buoy.

B. Fixed-station Sampling

On February 2-3, 1981, a water quality survey was carried out
at the stations established by ITT Rayonier Paper Company and
WDOE. The purpose was to:

1. Establish and sample two control stations; one each in
the Chehalis River (C-1) and Wishkah River (W-1) upstream
from the Rennie Island discharge (Figure 1).

2. Sample at ITT Rayonier Paper Company monitoring stations
(001 through 005) to correlate with data obtained from
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WDOE stations (C-1 and W-1) and drogue stations (D-1 and
D-2). Both WDOE and ITT personnel sampled these stations
with the exception of W-1 and C-1 (WDOE only).

Please refer to Table 1 for description of parameters and
types of analysis.

C.  Drogue Study

On February 3, 1981, a study was carried out by WDOE to evalu-
ate changes in a given water mass as it moved downstream from
the Rennie Island discharge. The drogue was deployed where
the oranges had surfaced 25 yards off shore from Rennie Island
(Figure 1, D-1). A sample was collected at the time of re-
lease (see Table 1 for list of parameters, footnote 2).
Samples were collected at intervals of five minutes as the
drogue was followed. Water was collected at the surface and
10 meters using a Van Dorn bottle and split with ITT flor
comparative analysis.

Bearings were taken using a hand-bearing compass to fix the
drogue location for map plotting purposes. The study was
conducted on an ebb tide when tidal energy and river flow were
very high.

D. Quality Assurance

The purpose was to:

1. Perform a quality assurance check on the ITT Rayunier
Taboratory by performing analyses on split samples at our
Tumwater laboratory; and

2. Perform a quality assurance check on the ITT Rayonier in
situ instrument (Hydrolab 8000) by WDOE laboratory analy-
sis and in-field instrument comparison (Beckman RS 5-3).

The methods employed for each of the above sections are described
in Table 1. The table lists the parametric coverage and rationale
for measuring each for all four parts of the study and compares the
different methods of analysis used by the participants.

RESULTS

The results of the fixed-station and drogue studies are jointly presented
in the following section (I). Section II discusses the quality assurance
aspects of the survey. The data for the three efforts are summarized in
Tables 2 and 3.
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I.

Fixed-Station and Drogue Studies

1.

Water Quality Impact of Rennie Island Discharge

On February 2 and 3, river flow was sufficient to discharge
from Rennie Island according to docket guidelines.

Water quality appeared to be good at all fixed stations used
during the February 2-3, 1981, survey. The parameters pH
(S.U.), turbidity (NTU), temperature (°C), and dissolved
oxygen (mg/L, Winkler) were all within water quality standards
for Class B waters including the special requirement that
dissolved oxygen must exceed 7.5 mg/L or 75 percent of satura-
tion. Salinity (o/o00), nutrients (nitrate-N, nitrite-N,
orthophosphate-P, total phosphate-P, and ammonia-N, and water
color (units) did not indicate conditions detrimental to water
quality (Tables 2, 3, and 4).

Biochemical oxygen demand (BOD) was analyzed from effluent
samples, taken just prior to discharge. The values obtained
were converted to pounds per day and compared to limits set
down in the enforcement docket. BOD levels for both days were
within the Timits of the docket.

Sulfite waste Tiquor levels above and below the outfall as
determined by the Pearl-Benson Index (PBI) do not indicate a
significant difference among values, with onc cxception: at
station 001 where values were much higher. Elevated ITT PBI
values (>50) at stations 002, 003, and 004 suggest that a
water quality problem may exist at these stations:; however,
this may be an artifact of analytical methods as described in
the discussion of PBI in the Quality Assurance section.

Drogue study results were based on two sampling locations. As
previously stated, the study was conducted during ebb tide
when tidal energy and river flow were very high. These two
factors created a surface water velocity of approximately 300
feet per minute (3.4 MPA), displacing the drogue some 1,500
feet (457.4 meters) downstream before the outfall sampling
could be complcted (Figure 1, D 2).

Unfortunately, the water mass in which the drogue was en-
trained flowed under a log boom 1500 feet below the outfall.
The drogue was lost at this point; however, it was apparent
that the effluent remained close to the shoreline of Rennie
Island for some distance below the ocutfall. This outcome
suggests that any monitoring of river quality associated with
the Rennie Island discharge should be carried out closer to
the shoreline, quarter-point sampling should be employed, or
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that the outfall Tine should be extended farther out into the
main channel. Existing sampling sites used by ITT Rayonier
personnel are located in mid-channel (station 001 and 002,
Figure 1) and appear to completely miss the effluent for at
least 1,500 feet below the outfall.

2. Fecal Coliform (FC) Bacteria Levels in Grays Harbor and SWL
Effluent

Fecal coliform (FC) bacteria are capable of surviving in
receiving waters such as streams, lakes, rivers, and estuaries
for some time. When found in receiving waters, they indicate
fecal contamination by human or animal sources. One group of
FC bacteria known as Klebsiella (KES) are capable of repro-
duction under certain conditions ocutside the body of a warm-
blooded organism. One environment that produces the KES
bacteria is certain sulfite mill processes from which they are
eventually discharged along with the treated or untreated
process water. Therefore, when a high concentration of KES
bacteria is found in a receiving water, they may have origi-
nated from an industrial process. If sulfite mills are dis-
charging to the waterway, the mills would be considered as a
possible source.

The pooled FC values (16 samples) from the three surveys (two
fixed station and one drogue) exceeded the state water quality
standard of 200 org/100 ml Timit for fecal coliform bacteria
in Class B freshwaters (X = 345 org/100 ml. S = 203): four of
the samples (25%) exceeded 400 org/100 ml. The median value
of 345 org/100 ml was higher than the marine regulatory limit

(Tables 2, 3, and 4).

Effluent samples taken from the Rennie Island discharge point
displayed low levels of FC bacteria including Klebsiella (3
org/100 w1 on February 2, 1981 and Tess than 1 urg/100 ml on
February 3, 1981, Tables 2, 3, and 4). The low values indi-
cate that the Rennie Island discharge was not the cause of the
FC water quality violation found in upper Grays Harbor during
the survey.

Quality Assurance

The results from fixed-station and drogue study sampling were
compared. A two-way analysis of variance (ANOVA) without sample
replication was used to satisfy the quality assurance portion of
the study (Table 4) (Sokal and Rohlf, 1969).

Data were analyzed for both days to determine if there was a sig-
nificant difference between the ITT and WDOE results. Five parame-
ters showed a significant difference between the ITT and WDOE
Taboratories and five parameters demonstrated no significant
difference (Table 5).
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rences 1in laboratory results with such a small data base are
cult to analyze. Some of the variation in the samples when
Ticantly different results were obtained may be explained by
tical technique as explained in the following text:

pH (February 2-3, 1981) - split samples were not used for this
parameter. The ITT Rayonier analysis was conducted <n situ
with a model 8000 Hydrolab while WDOE grab samples were placed
on ice and analyzed the next day at the WDOE laboratory, with

a Corning Model 135 pH meter. Different water masses sampled
by the two groups and the delayed analysis of the WDOE samples,
which may have resulted in pH changes over time, could be the
cause for the difference between the observed values.

Turbidity (February 2, 1981) - split samples were used for
analysis of this parameter. WDOE data were consistently
higher, about two times the ITT value (WDOE X = 22.1; ITT X =
9.67, see Table 2). Possible explanatians far the difference
between laboratory results for this parameter are:

a. Laboratory Instruments Variance.

Both laboratories use a Nephelometer to measure tur-
bidity. DOE used a Hach 18900-00 turbidimeter and ITT
Rayonier used a HACH turbidimeter (unknown model no.).

Nephelometers are secondary instruments used to measure
nephelometric turbidity units (NTU). Because of funda-
mental differences in optical systems, the results ob-
tained with different types of instruments may not check
closely with each other even though the instruments are
precalibrated against a Jackson Candle turbidimeter. The
Jackson Candle turbidimeter, the chosen instrument due to
its ability to produce good results, is Timited by a
lower reading of 25 units. Therefore, nephelometers must
be used by Taboratories to analyze turbidities of lower
values (Standard Methods, 14th Edition, 1975).

b. Discrepancies may result from the use of suspensions of
particulate matter that have different optical properties
for preparation of instrumental calibration curves
(Standard Methods, 14th Edition, 1975).

Salinity (February 3, 1981) - readings from the DOE salino-
meter were consistently lower than the ITT values. Review of
first-day data (February 2, see Table 2) indicated that read-
ings were much closer. This suggests that the WDOE salinometer
may have been malfunctioning on the second day of the survey.

Temperature (February 3, 1981) - WDOE results are consistently
Tower than ITT and Tower than the previous day even though
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conditions were similar. ITT results for the second day
compare favorably with first-day results. WDOE temperature
readings were taken using the salinometer that also displayed
depressed values for salinity, further suggesting that the
meter was malfunctioning on the second day of the survey.

PBI (February 2, 1981) - values were consistently higher for
ITT Rayonier results for both days; however, the standard
deviation in PBI values was large enough that a significant
difference between laboratory results was not apparent for
February 2 data even though the means appear to be different.

Split water samples analyzed by ITT and WDOE Taboratories
suggest that PBI values below the Rennie Island discharge ar
similar to those found above the discharge with one exception.
Station 001 (February 2, Table 2) surface sample displayed PBI
values 20 times that found at station 005, suggesting that a
source for the PBI is between the two stations. This increase
may suggest the Rennie Island discharge is the contributing
source. However, other factors indicate the discharge may
only be a partial contributor. These are listed in the
following text:

a. The drogue study on February 3, 1981, indicates that the
effluent plume remains close to the Rennie Island shore-
line for some distance after discharge. The station 001
is located in mid north channel approximately 200 feet
offshore and away from the plume pathway (Figure 1).
This stalion may be influenced by other industrial
discharges; e.g., Weyerhaeuser Company aeration pond
which discharges treated SWL on the north channel.

b.  Sampling was carried out on maximum ebb tide, a condition
not condusive to lateral mixing of discharge with mid-
channel flow. The plume would tend to follow a straight
line downstream course as indicated by the drogue study.

c. SWL from the Rennie Island discharge may contribute to
the higher PBI value found on February 2 at station 001.
However, with present sampling methods it would be dif-
ficult to assign a value to the contribution.

A discussion concerning the use of the Pearl-Benson Index
(PBI) as an analytical method follows:

PBI values are used to evaluate impact on receiving
waters by SWL discharges. The values are a measure of
Tight absorbency by SWL based on wavelengths of 1ight
(usually 4200 A), and a standard PBI value that was
produced by combining SWL effluents from paper industries
throughout the state (Felicetta and McCarthy, 1963).
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The PBI standard is no longer available and therefore
individual Tlaboratories must create their own standard
based on available technical information (Robb, S.,
personal communication, 1981). Therefore, PBI values
between Tlaboratories may differ; however, comparision
among samples analyzed by a laboratory are considered
useful for determining the presence and magnitude of the
SWL concentration in a receiving water. PRI values are
influenced by naturally occurring materials found in the
receiving water that absorb light at similar wavelengths,
such as tannins, nitrogen-containing compounds, and
inorganics (Felicetta and McCarthy, 1963).

CONCLUSIONS

1. Chehalis River water quality in the vicinity of the Rennie Island
outfall appeared to bc good cxcept for fecal coliforms which
generally exceeded the water quality standard and PBI values which
appear to be elevated at the discharge point and 200 feet downstream.

2. The drogue study indicates that the SWL plume remains close to the
shoreline of Rennie Island (25 yards or less) for at least 1,500
feet below the outfall during ebb tide, with a river flow of 5,200
cfs.

3. ITT stations below the Rennie Island discharge are improperly
placed to monitor the effluent in the river from the Rennie Island
discharge.

4. Quality assurancc suggests that analytical techniques are signifli-
cantly different for turbidity and PBI (February 3, 1981, only).
Sampling techniques may have resulted in significant differences
in pH analysis.

RECOMMENDATIONS

1. ITT Rayonier routine monitoring stations 001, 002, and 003 should
be placed closer to the Rennie Island shoreline to improve detection
of the SWL discharge.

DC:cp

Attachments



REFERENCES

American Public Health Association, 1975. Standard Methods for the Examina-
tion of Water and Wastewater, Am. Water Works Assoc., Water Pol. Control
Fed., 14th Edition

-Felicetta, V.F., J.L. McCarthy, 1963. Spent Sulfite Liquor: X. The Pearl-
Benson or Nitroso, Method for the Estimation of Spent Sulfite Liquor
Concentration in Waters

Houck, G., 1981. Wash. Dept. Ecology, personal communication

Houck, G., 1982. Wash. Dept. Ecology, personal communication

Loenhr, L., and E. Collias, 1981. Grays Harbor and Chehalis River Improve-
ments to Navigation Envirommental Studies. Univ. of Wash., Dept. of
Oceanography, Seattle WA

Robb, S., 1981, chemist, Wash. Dept. Ecology, personal communication

Woods, M., 1981, Environmentalist, ITT Rayonier Kraft Mi1l, Hoquiam,
personal communication



L:000°pe :@leds

suoLae3s Apngs anboup JoQM ®

SUQLIL1S J33eM BuLAL3294 100M v
BuLdojLuol JdLuokey
111 40} SuOLIR)S udleM DULALdOBY @ *186L ‘€ pue g Adenuqgad
YTEDEE] “fpnys JoquaeH sAedn Joi vade AoAdns jo dey 2 aunby

J0queH SABdD

AL A R e T B T ey TR D R T b | R Seas| B SRR NS TR MmAs T W T BT U Ba TR 6 e g
pU ST BLuUUDY

100,

2-a
200 °

aul |adTd
197 RIABPUN

keI S
pu—
§

.
-0
-
>

JBALY SLLeYsy)
e OU Lmama cu- -..ou-..-.q-o ¥,y
Jeiuofey LS
111 i
L
v
weLnboy

ugapdaqy

weLnboy

JABALY Welnboy

e

UIALY UBNYSLM




*pdepueis op

*aAoqe S3uBULod A3LpLqdny 03 4343y

aouvdeaddestp jo
yidep 03 padamp|
ISP LYoues

sugL3eLs
juatque *auoz (w)
- abdeyos.g yardag tyooas

NN 0§ ueyl aojeaub st A3iplgq
=413 punoubyoeq ayz usym A3ipLquani
UL 3SPaJOUL %07 ® URYJ adow dAny
40 SS3| J0 NIN 05 St punodbyoeg ii

*Butaaygows

40 fuotjonpas ybr| Ag pue ‘bBuipss}
437114 U} 9duduajhd3UL AQg S|eulue pue
sjpueid Bupomp-wo330q s5343Ss AeW |BLJI]
-pW papuadsns aALSsSaox3  ‘ysmolb gqueyd
BULJBW 03 [eLIUdSSY Si JybL{ JusioL4ing
*UWNL 0D JBjem UL |eLJdalew papusdsns 4o
93eWL3S3 ue sL pue ‘A3riiqeptrese jybi|

(6461) ¥d3 f(s/61)
“D 92 ‘yLdy

1$SL fuajouw
~1pLQuny yoey

SUOLIEYS A93BM

nodbyoeq UsA0 1IN QL Pa3dXa 03 30N ¢ foupaedsurd] UN|0D JBIEM STUNSLAY 1A3LpLqunyg - -= " ButAteosd |y (NLINY A3Lpiguny
*un *3pLyLns pue eruouue
G0 ueyl ssal| Jo abued e ULYILM paziuoL-un 4o A3LAL3O® BY3 S310944e
UOLZBLJURA PASNed-UBW B YILM G°g 03 os{e Hd- *J87BMRBS UL dUR|BQ IPLXOLP 4238w Hd

0" 30 8bBued Y3 ULYILM g [[BYS

UOGJURI=PLOR DLUOG4RD 343 $392448 Hd

LeiLbip uoLdg

qeLOo4pAH

su0L3e3sS .Y {(°'n's) nd

‘pdepuels {ediJdiwnu of

*fpLugpes

pue ‘adnjedadwa; ‘Hd 4o uoLgouny © ode
S512A3| 2}X0L (66 7P 92 uoIsSANyL
$9/61 “Yd1) LELSATA0IIUOD DU SUBJRM
BULJBW UL S|BA3| o1X01 3ng  *susiuebuo
ajgenbe 03 0403 8de PLUOWHY PIZLUOL

-UN JO S|9Ad| SALSSIIXT “UIIBM Ul 59]SEM
Leuiue adedy} 03 [NJOSN IJA048UBY] S} puw
auLJn 4O umopyeady ayy 4o jonpoud

-Aq 9jeLpawut ue s| (N-EHN) eruowwy

) ‘SpewLue
pue sjue|d J43yj0 jo 9suadxs ayz 3e uolL}
-onpodd aebie aapssew o3 pea| Awu 34bLy
juepunge yjtm S[aAa| sALSS90x3 'sjueid

duLJew Aq uoLjRLWLSSE U0} B|qrRlLRAP

ALlpead 3500 ade Sjuatdinu ojuebaou

(661) vdI ¢(9.6L)
1D 30 “yHdY

N-Eun <a0d-1
£d=Y04-0
N-CON N-EON

- suotje3s Ly (1/Dw) sjuaLainy

(g sse(])
pdepuels AgLien) Jajep

butidwes doj uoseay

3CaM

111 U0170007 FEFEIENCY

"panuijuoy - ‘| 3|qe]



*9(qeot|dde 10N 5
*a9jaweded 383 Jo adwes jou pip th\m
31
*sapj1AaLyoe pasned-uew A¢ 7/bBw z°p ajeljwisse 01 wajyshs syl jo MpLiqe 8yl
03 dn Aq pepeuabap aq ved S|3A3| 40 $S30%@ Ul peo{ oluebuo ue Jo SAL3RD
‘0°0 {ednjyey  ts4ndo0 Buyppamdn jo ~LpUL 3q AeW 824N05 B WOJA} WeaJasumop (661 ‘YdI f9/61
uouswouayd |[ednjeu 3y3 usym 3dasxs sioaal alqetdea AYBLY  reeLILuUNWWOD 7P 52 ‘YHJY) uoLl (uotyeanies

“4330046 SL J3ABYILYUM LOLIBANJES

auidelt a{qe3}s 40} |213U3SSs 24P S{oA3}

-¥DL4Lpow apLze

SUOL3EYS «DIPM

% ¢71/6w)

90/ 40 /6w 0°g paadxa [|eys uafbAx0 quelsucd A@AlLlelad ‘pajeAstd - JBNULM qe Lo4pAH SULALRDRY LY 20 paaiossig
*yaModb 0} 3ALONPLOD $824N0S
Jay1o pue ‘sassadodd ([tu d{nd utrel
*3uUnod -430 Wod} 3BARYOSLP 83SEM JO L03e0Lpul  (6461) Yd3 (9/61L)
Wh04L 10D |PO34 dY3 u} pspnioug ue se pasn ade aseiuownaud ef(sLsqay “1D 22 “YHdY - SU0L3els LY (04/53%) S %
C L Q0t/94 002 pasoxe *SlewLue papoo|quiaem
03 saldwes JO QL uey: ovJow jou 48Y30 pue suewny uwod) $33seM  (6/6.) VdI (9/61) : (1w 00L/24)
Slw 001 «48d 94 00l poedxa 031 30N abemas 4o aouasauad JO J03BDLPUT *ID 32 “yHdY - suoLle3s Ly WA04t10) | ©234
*qupod abuaeyd
~Si{p WOM} WReIUAFSUMOp $05S53204d
Buixiw pue uotgniip 40 abneb pue Ja30uWedno |}
\Mq\z AB80PJ] JUSUWBAOW udYRM B SR p3s Jaudang \ﬂ‘| auoz abaeydstq (1/6n) 84g
*UWNLO3 J33eM Ul uoLingLul Jdjaueutfes
-s1p A3isusp pue ‘sejed Burxiw HoLjonpui
‘sdajem autdew ybnodyy dajem Aao3eaoqe| (A3LuLdotys) SUOLIRS JajeM
‘pdepuels oy -ysad} Jo abessed adedy 03 pasp UEW} 099 qeLoJpAH BuraLaded | LY (00/0) £A3tuipes
*sassaoodd (esiboloLq jo Jdajauoul | es
sajed pue A3Liiqentos seb s3oapje uotLjonpul
(L/91 = 3) "s3L3AL3oe 0S|e adnjedadusy fA3Lsuap Jdajem Laojeaoge] SUOLIRIS JaJeM (Do)
uewny 03 anp 9,61 PIvdxs 01 30N duLwalap 03 AJLUL|es YIitM pasy ueuyoag qe L 04pAH Burataosas Ly aJanjedadwa]
(g sseil) bulidwes 4o} ucseay E 111 uoL1ed07 Ad33ueded
pdepue}s Ajiien]) 433eH SpoY3 3l
-40qdey sAedn uL Apnas afdeyosiq puelis] aluusy Buianp yoes Buidnsesu JAof djeUOi3ed pue 85BAN0D Dlajaweded | 8lqel



°s3Loads B{qIpa 40 Ysaiy syj
JULRY 40 BSN J33BM 3034je 0} Se
0S ‘Sasned (eunjeu 03 pagngLdile
Jou Js3jew pabusugns uo ‘Butjeoy.
‘papuadsns ‘paalossip Aq paonp
=94 3G jou |(eYS san(eA dL33y}say

*(9461) ¥d3 *uuou

Leuoseas woay 01 ueyy aJdow Aq A3rAigoe
stsayjudsojoyd 3dnuasip jou prnoys 40102
pasesdou]  *U0(0d jeuol3osfqo Buronp
-04d $8IURYSQNS WOLY 33U ALLenydla aq
Lleys suajep *sabdeyosip |eraasnpuy

pue ‘sjewjue pue sjueid BupAeosp pue
fsajeWny ‘SULuuR} WOJA4 S|eLJddjeu aLuwny
9pNLJUL $324N0S  *spunodwod oiuebuo

X2 dWod Ul UOWWOT 35O *3ISWLOLLAUD
lednjeu ayj uf sassanodd udijepedBap
wody s} nssd A redioutad uajed ul Ao(0)

(.61)
SPOYIBK puepuels
$(9461] vd3

Jdojepm Buraisooy
-- pue juaniiyy (s3tun) Joi0)

*$40 000°G 40 MOLy

J43ALL wnwiutw 3e Aep/sql 000°0S
po9oxa 30U 35nW Og Sa3e}s abdeys
=SLP 404 JLWL J{uMad :a30N) Y/A

*adues
€ Ul Joj3ew ojuebao ayy Butzipixo pue
Butjeiwisse a[1ym swusiuebao-04oLw Aq

paunsuod uabAXo paAlossip Yy} Sadnsesyy

{£461) 30aM

(1/6u) (%gog)
puewsg uabAxg

- Jusn 143 1RO LWaYd0 g

: *sasn
433BM D11SL4830RARYD 30340 A|3SUDA
-pe Aew yaLym 4o ‘ejoLq orjenbe

83Ul 03 SUOLILPUOD ILX0, DLU0LYD

40 31NOR 3SNed ABW YoLuyM A0 “sasn
dt3stuslzoedeyd burdnp yj[eay ot fqnd
108340 A[asdaApe YoLyM asoyl MO|aq
80 [lRYS SUOLIBUJUIIUOD efddjew
SNOLUAY3 (8P 40 “DALJOROLPYS *DLX0]

‘wa3sAs a8yl ul swsiuebdo

404 usbAxo s|qe{terr o uoLys|dap

B UL 53(NSBJ SLYl -usjem Buiaiaosd e
O3UL padnpoJiul Usym juswadinbad {aog)
puewap uabAxo ybLy e sey osie 37 ‘ssad
-odd 83141ns 8y3 £g poom wouy Jaded jo
adnjoegnueu ayy 4o jonposdAq e sy us

J4313u030ydougoads
uotigquaosqy
oLuwoly 09¢

JdBlF upjaad
1(1ad) xepul
uosusg-{iead

(1/6w)
(MS) sonbi

== suotyels |y 83seM 93L3NS

(9 sse1d)
pdepueis Ayi(enl) Jajey

Buyyduwes JoJ uoseoy

3001

111 UOLTEI0] NEFEIENER)

SPOyIol

P T O R T R T

‘panuijue) - *| alqeL



1-00E70T

CIENTNIN

PInLig

267 = {s42) abaeyosip jusny 4l
opetg - ($32) moL4 JoALY
1SNOJUR | |30S LY
(Aep/sqL osv°6t) ¢
006°9< ("1/bw) “aog 300
0768 0°66 £°88 0°16 G'/6 2°16 G°56 1°26 800l £'p6  uobfxp poapossig 111
2728 1788 798 8' 18 106 3'/8 £°¢6 L°v8 116 LL8 uogjeanies g 300
9'6 L°0L 6'8 8°6 8°6 9°6 9°6 L6 6°6 L6 , (7/6w) L1
£'6 501 6'8 5'6 5°6 G'6 9°'6 9°6 £°0L 96 uabAxp paatossig 300
€2 2L 0°8 G/ 6L L2 6L Ll 28 6"/ 111
0°9 8'g L'9 2'9 89 5'9 §'9 £°9 6°9 8'9 (2,) a4njeaadun] 300
2¢ 2L 26 ¥9 29 0¢ 65 e 9g L 111
000°021 6 6 A g g vl 9¢ i 6 Al (1/6w) 144 300
Ll L's 1°€2 0761 1762 L"61 0°92 161 0°82 €12 111
Lzt 8'9 902 e Ll £'e2 2yl 6°£2 9 4l y°22 Lst (00/0) Ajtupies 104
111
00001 62 62 £¢ €€ L1 £e 2y 8¢ 12 e (s3tun) +oLo) E[
_ 111
0°§ 90°0 $0'0 90°0 50°0 900 60°0 50°0 $0°0 90°0 S0°0 (1/6w) g-soud "y 300
. . L1
v°€ £0°0 20°0 $0°0 20°0 $0°0 20°0 £0°0 120°0 v0°0 £0°0 /6wy d-704d-0 300
R 111
0"y 10°0 10°0 90°0 1070 £0°0 to'o>  80°0 900 €070 oo~ (1/6w) N-HN 300
. 111
10°0> {0°0> 100> 12°0> 070> 100> 1o-0> 100> 10°0> (0°0> (1/6w) N-CON 300
¢ 111
050 95°0 02'0 yb° 0 020 0%°0 aL0 ov°o 22°0 8€°0 (1/6u) N-“ON 304
‘ 111
1 1 £g 0¢ A% {04/534) S % 300
111
0°L> 0ol 095 0b9 02¢ 025 (1w o0L/109) 24 300
117
85 81 ot £2 oL 82 6 g 1A 62 It (AIN) A3tpiqung 300
6L 8°¢ 6L Lt 2°8 6°L L8 6L 28 6°L 111
§'2 §°¢ 9/ 9 G4 8L G/ 9/ G/ 8L Ay {s3tun) nd 300
usnii4l w oy w.umt:m W . 8oeydng W} 8deJANG W Q| @oeldng W QoL 8de4dnsg Jsjaweded Joje)N Aousby
*ST 3juuay (cg) obpiug (689) Leutuaay Mm-oos (2g) puelsy (cs) @seq ystd
. peoattey 3404 obdeyostig 3iuuay ‘weinboy
uaapJaqy J0q.el sAedy Molaq "33 002 200 100
500 $00 £00

*1861 ‘¢ Adenagaq fsuorjeqs Buprdojiuoy diseg €s;insay A8AUnS J0QleH sAedg 111 pue 300 404 I4BY) uosidedwo) pur ALdvuuing ¢ alqel



1:0086 -

ofyey uolingig
6G° = (s42) abaeyosip jusnisy

0£9°G - (540) MO{4 JOALY
$Snosue | [93StLY
(Aep/sql 000°22) e
006 o< (1/6w) “gog 304
2°68 9°26 9°16 2°68 9°t6 2°06 716 166 L°S6 £°66  uabAxQ paalossiq 111
L°t6 8* 16 9°¢8 L 88 L'06 7768 1°06 L'06 v 6 $°06 uoLyeanies 300
9'6 L0l 2'6 9°6 66 66 7°6 €0l ¥°'6 v6 (1/bw) 111
00t 9°0l g°8 6°6 £°8 p°6 £°6 §'6 56 G°6  uabAxp paaiossig 300
5°L 0°L £°g 5/ 08 Ll 2°8 8L v°8 28 111
2°8 60 0°'8 69 £'g Sy v°8 94 9'g 58 (3o) @4njedaduay 300
9y 74 58 %7 56 69 Ge 98 - 101 111
000°g8 8l 6 €2 gl 6 £2 €2 82z Sy 002 (1/b6w) 14d 300
8'91 A FART £ vl £°62 £ /1 9°57 L'gt 12 £°62 L1
0°91 £/ 812 vzl yez v°91 9°¢2 ¥'91 6°62 b8l (0oo0/0) A3rupies 300
111
006°8 62 52 52 62 Ll 62 £z 62 £l 8¢ (s31un) Joio) 300
111
§°G £0°0 $0°0 80°0 $0°0 90°0 90°(Q 900 90°0 90°0 90°0 (1/6w) d-soud -1 300
b 111
2°¢ §0°0 £0°0 500 £0°0 5070 £0°0 50°0 £C°0 ¥0°0 £0°0 (1/6w) 4-70d-0 304
. ¢ 111
FARS 90°0 200 50°0 20°0 20°0 20°0 20°0 e e 10°0 (1/6uw) N-“HN 300
5 111
N i Mg i iMg Hilig 00 K 100 10°0> (7/6w) N-“ON 300
¢ 111
9¢°0 £5°0 £€2°0 b0 02°0 2€°0 810 0£°0 v1°0 ¥2°0 (1/6w) N-*ON 300G
111
00t Ll £l 6 58 8 16 18 (04/53%) SN % 300
111
389 ¢ 0z 051 01 001 o0¢ 9 09¢ (tw 0p1/102) 24 300
t'6 g 0°5tL 2" §'/1 A 0°8l L's by 8y 111
7§ 9¢ 0l 9€ 9 62 oL £t £l 8l vl (NLN) A3tpiguny 300
'L 9°¢ 8L Iy 0°'8 L 0°¢ FAA ] ] 111
9'2 S 9°/ Ay 9/ 6L 8L A Ay 6L G/ (s31un) Hd 300
Jusniiiy Wl 8deyang W gl 8#defdng u ol 3dejung U g @d%ejJng WL 92e4dng Jdajaledey Jas3ep  Adusby
*S] ajuuay (ec) abpiag (689) leulwaa] (4-002) (e5) puegs] (£G) 9seg ysiy
peod| LBs 2404 abJaryosig dLuuay welnboy
u38puaqy J0g4eH m\?ﬁu MO|Baq "1} 002 200 100
500 02 £00

1861 ‘2 Adenaqsy “suoijegs Buluojiuoy olseg ‘s31nsay AdAUNS Joguel sAedn (17 pue 300 404 Jdeyy uostdedwoy pue Adewwng 7z alqel

T 0 3 00 Y P £ I )

e P RN

RIT T Py ARy

MM IAGE ORI LIRS



‘0L @seq bo| 03 paudoisuedl |86l ‘€ AJenugaq pue (86| ‘z Adendqed Jdoj eiep paLood 7

$91403040q€| UB9MIAQ 3dUBUIJSLp JuURDLJLUBLS ON v€ *09°1L 17 A | \ﬂHma
$91403040qR| UDBMIBQ BOUSUBLSLP JURDLILUBLS 0p'0¢ + 05°9% 08°8 *06°¢l 1dd £/2
S3fJojedoqe| usaM}aq 3JUBABSSLP JuedLSLUBLS ON 1822 * 8€°49 88°9 ¥ 888l 189d 2/2
S8LJ0le40qe| USIMIaQ BoUBUBSSLP JueDLILUBLS ON vt T E€L°6 vt F 29°6 usbAxp panlossiq £/2
S9L403040QR| USBMI8Q BOUBUSS4LP JuUeDdLILUBLS ON Y F99°6 25° F65°6 uabAxp paAlossiQ 2/2
$81.0304000| U8MI3Q DDUSUDSSLP JuUBILILUBLS 29' ¥ 19°/ 6E° ¥ 9p°g adnjedadws] . ¢£/z
$91407840QR| U33M]3Q 30U3UBJ4Lp JuedLiLUBLS ON vy F 99°/ £9° F /8°/ auanjedadws | 2/2
$91403e404GR| US3MIAQ BIUBU34SLP JueDLJLUBLS 16§ *F 62°02 18°G + €91 A3Luiies £/2
$3L4030J40qR| U3BMI3Q 9DOUBUB4LLP JuedLSLUBLS ON 6V'9 * 16761 047§ ¥ 9L 8L A3tuLpes 2/e
S8lJ40led0qe| U3BM1a( 8OUSUDSSLP JURDLILUBLS 02's * /9°6 te*0L * olL"2e (NIN) A3tptquny - z/2
$91403e40qR| UD3MIIQ SJUBUBSSLP JuedLfLublLs 91" F 6674 ¢l 197 (*n°s) nd £/2
S31403BA0GR| U39MI3Q BOUBUBLSLP JueDLSLUBLS 6L"  F ¥8°L vL® ¥ 69°/ (*n°*s) Hd 2/
s3|nsay 1594 (s) asp *p3s * (s) A8p "pis * (X) d938weded  ajeq

veal L1I uesy 300

"186L ‘¢ pue z Adenuqad
po309 0] sa|dwes Jaiuokey L1 pue 300 40} S|NS3Y 3S3L U0SLJedwo) padied J40QueH sdeay g 3|qel



(Kep/sql 000°22) R 111

006°9 (1/6w) “qog 300

111

00989 000°11L 000441 (wo/soyun) *puoj *dsg 300

uabAXY paajossig LLI

2°88 2°38 L°06 164 uoL3eUn3eS § 304

9'6 9'6 111

8°8 T 6% £°01L 9°g (1/bw) uabAxQ paALoss|g 300

8L 8!/ 111

€9 79 58°6 576 (3s) sanjedadus] 300

/e /2

69 b9 111

000°88 64 °Z 8L 6 (1/6w) 144 300

L

991 8yl v°L 86 (oo/0} Ajrugies 300

111

0068 9 52 I 62 (s3Ldn) 4opog 300

111

g°'g 90°0 90°0 ¥0°0 ¥0°0 (1/6w) g-souyd -1l 300

b 111

2°¢ ¥0°0 ¥0°0 20°0 £0°0 (1/6w) d-"0d-0 304

¢ 111

2°¢ $0°0 £0°0 20°0 20°0 (1/5w) N-“HN 300

2 111

l0°0> 10°0> 10°0> 100> (1/6w) N-“ON 3o0a

¢ 111

6£°0 8€°0 15°0 55°0 (1/Bu) N-“OK 300

111

001 8 78 29 99 (04/531) ST % 300

, (two0L/109) 11T

188 ¢ 158 Opg 07€ 06¢ 028 SUMO}L (0] (BD94 300

111

5 1 € oL yl (NIN) fatprquny 300

Ay 0'8 111

92 5/ 9'¢ YAy v (s3tun) Hd 300

” FEELIFIE! abuaeyasig abuaeydsiq abp g yeqysip *L4U0D YRYSIN Jdojaweded 43zey  Aousby
; pue{sy apuudy *S] aLuudy *ST ajuuay 3e 3A09e ‘14 009
i MOLBG "33 00GL - MOLBQ 34 (02 JBALY URYSLM  UDALY Stieyay)

Z-0 _uoijeqs -0 _uetie3s {~{_uoigess =) usi1els

\ﬂ.ﬁmmﬁ ‘¢ xymzpamm sWweadls Indul pue ‘Aaaang snboug “AsAdnS J0QURH SARUy U0 FU4BUY UOSLAedwo) pue Adeuwwing ‘p ajqel



suollels Apnis anboup F0gM ®© L:000°p2 :oleds

"SUOLJRIS JD3eM BULALIDAL JOOM v

buLuog Luow JaLuoAey ~ fUenAGa
A0J SUOLIELS Jdgen BuLALBDaY o 1861 ‘¢ pue g ]
L0 e } - d ‘Apnas doguel sfedn sof eoade Aoadns jo dey ‘7 aunbL
(EREN!

P SRR T R N TR .

VAT TN S R I P T s R

ET Rt T T Bes T " YR TR Y IR ™ MBI T B st T IR s M o 1 g 0 000 8 WS TN Bmmam ¥ peswd 8 Wy

DU|ST BLUUdY

40QurH shedn

JBALY SL|eyYay)

SulL|aatuy
1eMA3pUN

L00

*0) Jadey
A3 Luofey
LL1

uaspJaqy

weLnboy

wetnboy

4BALY YBHYSLM 49A LY Wwernboy

s

»






